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(7) Vessels anchored in the Lower 
Kenner Bend Anchorage are prohibited 
from using or exercising the ship’s hold 
cargo cranes. Vessels in this anchorage 
must keep the ship’s hold cargo gear in 
the down and hawsed position, as 
rigged for sea transits. Deck-mounted 
cranes, deck booms and stiff legs may 
be used to take on ships stores and 
spare parts and may be used to move 
manifold hoses. 

(8) Nothing in this section relieves 
the owner or person in charge of any 
vessel from the penalties for obstruct-
ing or interfering with navigational 
aids or for failing to comply with the 
navigation laws for lights, day shapes, 
or fog signals and any other applicable 
laws and regulations. 

[CGD 77–028, 46 FR 49850, Oct. 8, 1981] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 110.195, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 110.196 Sabine Pass Channel, Sabine 
Pass, Tex. 

(a) The anchorage area. The water 
bounded by a line connecting the fol-
lowing coordinates: 

Latitude Longitude 
29°44′14″ N 93°52′24″ W 
29°44′18″ N 93°52′06″ W 
29°43′53″ N 93°51′47″ W 
29°43′32″ N 93°51′52″ W 

(b) The regulations. (1) The anchorage 
area is for the temporary use of vessels 
of all types, but especially for naval 
and merchant vessels awaiting weather 
and tidal conditions favorable to the 
resumption of their voyages. 

(2) Except when stress of weather or 
adverse tides or currents make sailing 
impractical or hazardous, vessels shall 
not anchor in the anchorage area for 
periods exceeding 48 hours unless ex-
pressly authorized by the Captain of 
the Port to anchor for longer periods. 

(3) Vessels shall not anchor so as to 
obstruct the passage of other vessels 
proceeding to or from available anchor-
age spaces. 

(4) Anchors shall not be placed 
channelward from the anchorage area, 
and no portion of the hull or rigging of 
any anchored vessel shall extend 

channelward from the limits of the an-
chorage area. 

(5) Vessels using spuds for anchors 
shall anchor as close to shore as prac-
ticable having due regard for the provi-
sions in paragraph (b)(3) of this section. 

(6) Fixed moorings, piles or stakes, 
and floats or buoys for marking an-
chorages or moorings in place are pro-
hibited. 

(7) Whenever the maritime or com-
mercial interests of the United States 
so require, the Captain of the Port is 
hereby empowered to shift the position 
of any vessel anchored or moored with-
in or outside of the anchorage area in-
cluding any vessel which is moored or 
anchored so as to obstruct navigation 
or interfere with range lights. 

[CGFR 67–46, 32 FR 17728, Dec. 12, 1967, as 
amended by CGD08–06–26, 72 FR 464, Jan. 5, 
2007] 

§ 110.197 Galveston Harbor, Bolivar 
Roads Channel, Texas. 

(a)(1) Anchorage area (A). The water 
bounded by a line connecting the fol-
lowing points: 

29°20′48.5″ N 94°42′54.0″ W 
29°20′43.0″ N 94°44′46.5″ W 
29°21′15.0″ N 94°44′27.0″ W 
29°21′05.0″ N 94°42′52.0″ W 

and thence to the point of beginning. 

(2) Anchorage area (B). The water 
bounded by a line connecting the fol-
lowing points: 

29°20′43.0″ N 94°44′46.5″ W 
29°20′37.0″ N 94°46′08.0″ W 
29°21′14.0″ N 94°45′50.0″ W 
29°21′15.0″ N 94°44′27.0″ W 

and thence to the point of beginning. 

(3) Anchorage area (C). The water 
bounded by a line connecting the fol-
lowing points: 

Latitude Longitude 

29°20′39.0″ N ........................ 94°46′07.5″ W. 
29°21′06.1″ N ........................ 94°47′00.2″ W. 
29°21′24.0″ N ........................ 94°46′34.0″ W. 
29°21′14.5″ N ........................ 94°45′49.0″ W. 

and thence to the point of beginning. 
(b) The regulations. (1) The anchorage 

area is for the temporary use of vessels 
of all types, but especially for vessels 
awaiting weather and other conditions 
favorable to the resumption of their 
voyages. 
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(2) Except when stress of weather 
makes sailing impractical or haz-
ardous, vessels shall not anchor in an-
chorage areas (A) or (C) for more than 
48 hours unless expressly authorized by 
the Captain of the Port Houston-Gal-
veston. Permission to anchor for longer 
periods may be obtained through Coast 
Guard Vessel Traffic Service Houston/ 
Galveston on VHF-FM channels 12 
(156.60 MHz) or 13 (156.65 MHz). 

(3) No vessel with a draft of less than 
22 feet may occupy anchorage (A) with-
out prior approval of the Captain of the 
Port. 

(4) No vessel with a draft of less than 
16 feet may anchor in anchorage (C) 
without prior approval of the Captain 
of the Port Houston-Galveston. 

(5) Vessels shall not anchor so as to 
obstruct the passage of other vessels 
proceeding to or from other anchorage 
spaces. 

(6) Anchors shall not be placed in the 
channel and no portion of the hull or 
rigging of any anchored vessel shall ex-
tend outside the limits of the anchor-
age area. 

(7) Vessels using spuds for anchors 
shall anchor as close to shore as prac-
ticable, having due regard for the pro-
visions in paragraph (b)(5) of this sec-
tion. 

(8) Fixed moorings, piles or stakes, 
and floats or buoys for marking an-
chorages or moorings in place, are pro-
hibited. 

(9) Whenever the maritime or com-
mercial interests of the United States 
so require, the Captain of the Port, or 
his authorized representative, may di-
rect the movement of any vessel an-
chored or moored within the anchorage 
areas. 

[CCGD8–85–21, 55 FR 11369, Mar. 28, 1990, as 
amended by CGD08–02–018, 68 FR 25497, May 
13, 2003] 

§ 110.205 Chicago Harbor, Ill. 
(a) The anchorage grounds—(1) An-

chorage A, exterior breakwater. South-
west of a line parallel with and 150 feet 
southwestward of the exterior break-
water; west of a line parallel with and 
150 feet west of the south extension of 
the exterior breakwater; northeast of a 
line parallel with and 1,500 feet south-
westward of the exterior breakwater; 
and east of a line parallel with the 

south extension of the exterior break-
water and 500 feet eastward of the east 
face of the filtration plant. 

(2) Anchorage B, south arm. West of a 
line parallel with and 150 feet west of 
the south arm of the exterior break-
water; north of a line perpendicular to 
the south arm at its south end; east of 
a line parallel with the south arm, 
about 2,200 feet therefrom and on line 
with the east face of the Municipal 
Pier; and south of a line perpendicular 
to the south arm 700 feet from its north 
end. 

(3) Anchorage C, shore arm. South of a 
line parallel with and 150 feet south-
ward of the shore arm of the exterior 
breakwater; west of a line parallel with 
the south extension of the exterior 
breakwater, 100 feet westward of the 
east end of the shore arm; northwest of 
a line perpendicular to the Lake Shore 
Drive revetment and 300 feet northwest 
of the northwest corner of the filtra-
tion plant; and east of a line parallel 
with and 600 feet lakeward of the Lake 
Shore Drive revetment. 

(4) Anchorage D, Chicago Harbor Lock 
South. Beginning at a point 35.5 feet 
South (16 feet South of the South face 
of the Southeast guidewall) and 28.0 
feet West of the SE Guide Wall Light; 
thence Westerly and parallel to the 
guidewall 800 feet to a point that is 16 
feet South of the South face of the 
Southeast guidewall; thence Southerly 
80 feet to a point that is 96 feet South 
of the South face of the Southeast 
guidewall; thence Easterly 800 feet to a 
point that is 96 feet South of the south 
face of the southeast guidewall; thence 
Northerly 80 feet to the point of begin-
ning. 

(5) Anchorage E, Chicago Harbor Lock 
North. Beginning at a point 156.75 feet 
North (16 feet North of the North face 
of the Northeast guidewall) and 590 feet 
West of the SE Guidewall Light; thence 
Westerly and parallel to the guidewall 
600 feet to a point that is 16 feet North 
of the North face of the Northeast 
guidewall; thence Northerly 80 Feet to 
a point that is 96 feet North of the 
North face of the Northeast guidewall; 
thence Easterly 600 feet to a point that 
is North of the North face of the North-
east guidewall; thence Southerly 80 
feet to the point of beginning. 
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